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.188
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QTY "M" TAP THREAD UNC-2B (H2) THRU
FOR NITRONIC 60 HELI-COIL P/N: 1185-04EN168
FOR 4-40 X .17
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  VICTREX 450G. VIRGIN PEEK RESIN. NO OTHER ADDITIVES.6.

 7.    APPROXIMATE WEIGHT = .0005 LBS.

 8.    MACHINE ALL SURFACES TO REMOVE OXIDES AND MILL FINISH,
        USE OF ABRASIVE REMOVAL TECHNIQUES IS NOT ALLOWED. 
        REFER TO LIGO-E0900364

 9.     ALL HELI-COIL INSERTS TO BE INSTALLED BY LIGO PERSONNEL,
        AFTER DELIVERY OF FINISHED PARTS, USE NITRONIC 60 THREADED INSERTS.

10.   ALL HELI-COIL HOLES TO BE PREPARED ACCORDING TO
        EMHART HELI-COIL PRODUCT CATALOG, HC2000, REV 4  

11.   SURFACE FINISH TO BE AS-PROCESSED FROM MILL/SUPPLIER, FREE FROM
        SCRATCHES OR GOUGES.

5 SCRIBE, ENGRAVE, LASER MARK OR MECHANICALLY 
STAMP (NO DYES OR INKS) A UNIQUE THREE DIGIT SERIAL 
NUMBER & REVISION NUMBER ON EACH PART. SERIAL 
NUMBERS START AT 001 FOR THE FIRST ARTICLE AND 
PROCEED CONSECUTIVELY. BAG AND TAG PARTS WITH 
THEIR DRAWING PART NUMBER, REVISION, VARIANT OR 
"TYPE" (IF APPLICABLE), AND QUANTITY. IF PARTS ARE 
TOO SMALL TO SCRIBE, BAGGING AND TAGGING 
ALONE IS SUFFICIENT.                                                                                         
EXAMPLE (PART): 001-v1                                                                              
EXAMPLE (TAG): DXXXXXXX-VY, TYPE-XX, QTY: TBD

6

9

PART NUMBER DIM "A" QTY "M" QTY "N"
D1001345-1 1.625 3 2
D1001345-2 2.875 5 4
D1001345-3 4.125 7 6
D1001345-4 5.375 9 8
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1. INTERPRET DRAWING PER ASME Y14.5-1994.
2. REMOVE ALL SHARP EDGES, R.02 MIN.
3. DO NOT SCALE FROM DRAWING.
4. MACHINE DRY. NO MACHINING FLUIDS MUST BE USED.
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