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A

B    CHANGES LENGTHS OF CABLES 100511       C M

D1001519 V6 CUSTOM CABLE ASSEMBLY

CONNECTOR
-J4-

1.  ENGRAVE BACKSHELL USING .13 HIGH CHARACTERS.  ENGRAVE
     PART NUMBER, REVISION FOLLOWED ON THE NEXT LINE  
     WITH A SERIAL NUMBER PER NOTE 6

2.  MACHINE ALL SURFACES TO REMOVE OXIDES AND MILL FINISH.
     USE OF ABBRASIVE REMOVAL TECHNIQUES IS NOT ALLOWED.

3.  ALL PARTS SHALL BE MANUFACTURED IN ACCORDANCE WITH LIGO
    SPECIFICATION E0900364.

4.  ALL JOINTS TO BE CRIMPED. NO OTHER FORM OF JOINT IS ALLOWED.
     EXCEPT FOR RTD SENSOR JOINT DETAIL A, ONLY UHV SOLDER TO BE USED.

5.  ALL MATERIAL IS TO BE VIRGIN MATERIAL, WELD REPAIR, PLUGS ETC.
     IS NOT ALLOWED   NO REPAIRS SHALL BE MADE UNLESS APPROVED  
     IN ADVANCE, AND IN WRITING, BY LIGO LABORATORY.  
     REFER TO LIGO-E0900364

6.  LIGO HAS RESERVED A BLOCK OF FIFTEEN UNIQUE SERIAL NUMBERS FOR
     THIS CABLE HARNESS S1106592 THRU S1106606

C     CHANGED PIN OUT 010512       C M  


