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DETAIL B 
SCALE 1 : 1.5

4
8

3
8

2
2

6.0°

NOTES: 

1. VACUUM SEALING SURFACE

2. CLEAN PER QP1750-D2
3. BAKEOUT PER QP1750-A6
4. LEAK CHECK PER QP1750-A7
5. KEEP FREE OF CONTAMINATION.  ANY CONTAMINATION MUST     
    BE REMOVED WITH A CO2 SPRAY IMMEDIATELY.
6. VERIFY CLEANLINESS PER QP1750-A3
7. PREPARE FOR SHIPPING QP1750-R6
8. ALL CONFLAT FLANGES ARE NON-ROTATABLE WITH THRU HOLES.

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 114313-00WS WELDMENT, ADAPTER, A-18 1
2 114443-00WM STAND, A-18 2
3 91525A136 (McM) WASHER, FENDER, 3/8 ID, 1" OD 8
4 C06C0220S HHCS, 3/8-16, 1.38 LG 8
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THIRD ANGLE PROJECTION
ASSEMBLY, FINAL, ADAPTER A-18


	Sheet1
	Drawing View1
	Drawing View2
	Detail View B (1 : 1.5)
	Drawing View4


