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1. SHAPE AND POLISH: E060273, FUSED SILICA BLANK, LASTI
COMPENSATION PLATE.

2. SURFACE FINISH: E060274, FUSED SILICA SUBSTRATE, LASTI
COMPENSATION PLATE.
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ETCH,GRIND OR SANDBLAST
LEGIBLE REFERENCE GROOVE
(GROOVE WIDTH 0.25mm MIN, 0.5mm MAX.)
ALONG CL , AT LOCATION OF MAX PART THICKNESS,
PARALLEL TO CYLINDRICAL AXIS (DEFINED BY DATUM A.)

A

DETAIL B 
SCALE 2 : 1

2X, R 0.2 MAX

THE GROOVES SHOWN IN DETAIL B ARE REQUIRED
TO LOCATE TWO STEEL WIRE LOOPS, 0.46mm.
THE SEPARATION OF THE GROOVES FROM THE CENTERLINE
AND FROM EACH OTHER IS CRITICAL.
GROOVES SHOULD BE APPROX "V" SHAPED,
WITH A MAX RADIUS OF 0.2mm AT THE BASE
OF EACH GROOVE.
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SURFACE 1

ETCH, GRIND OR SANDBLAST PART AND SERIAL
NUMBER, APPROX WHERE SHOWN,

B

(SEE NOTE 3 BELOW.)

 POSITION,

AXIS (DEFINED BY DATUM -A-).
PARALLEL TO THE CYLINDRICAL

LETTERING APPROX 4mm HIGH

SURFACE 2

2X, ETCH, GRIND OR SANDBLAST
LEGIBLE REFERENCE GROOVE
(GROOVE WIDTH 0.25mm MIN 0.5mm MAX.)
AT 0  AND 180

B

 CHAMFER,
ALL AROUND

2X,2.0 0.2 x 45 5

130.0

ETCH, GRIND OR SANDBLAST
LEGIBLE REFERENCE GROOVE
(GROOVE WIDTH 0.25mm MIN,0.5mm MAX.)
AT LOCATION OF MIN PART THICKNESS, 
PARALLEL TO THE CYLINDRICAL
AXIS (DEFINED BY DATUM -A-).


