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CLEAN ROOM ELECTRICAL INSPECTION CHECKLIST Version 1                                                                  Document #F1600005
(Refer to DCC Document E1600212 for Guidance)

CLEAN ROOM IDENTIFIER (TAG):

Clean Room Configuration:

YES NO

YES NO

YES NO

YES NO

Condition of Light Fixtures

YES NOReceptacles Permanently Installed:

Control Station 2 Installed:

POWER STRIP 2 

POWER STRIP 1 

Condition of HEPA Filters

POWER STRIP 3 

MAIN BREAKER or DISCONNECT 1 

Additional Comments

RECEPTACLE 3 

RECEPTACLE 4 

Design Document Present: 

Attached to Structure: 

Laminated/Readable condition: 

Changes Noted on Document: 

POWER TO CLEAN ROOMS

Power Strips Permanently Installed:

Additional Comments

OTHER ELECTRICAL DEVICES

CONDUIT SYSTEM

YES NO

POWER STRIP 4 

Additional Comments

Control Station 1 Installed:

Additional Comments

POWER CORD 3 

POWER CORD 4 

MAIN BREAKER or DISCONNECT 2 

Additional Comments

DEVICES ATTACHED TO CLEAN ROOM

POWER CORD 1 

POWER CORD 2 

Additional Comments

DEVICES AT CLEAN ROOM

DEVICES ADJACENT TO CLEAN ROOM

Brief Description of Changes:

RECEPTACLE 1 

RECEPTACLE 2 

Additional Comments


