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1 Introduction

1.1 LIGO

The Laser Interferometer Gravitational-Wave Observatory (LIGO) uses large-scale specialised
Michelson Interferometers, operating on a dark fringe with 4km arms, to detect the quadrupole
signals of Gravitational Waves from astronomical sources. The LIGO observatories are lo-

cated at Hanford, Washington and Livingston, Louisiana, in the USA, along with the up-

coming joint India-US detector - LIGO India. Fabry-Perot cavities are used in the arms of
the detector to increase the time of interaction with gravitational waves, along with employ-

ing power recycling and signal recycling to enhance the laser power and frequency response,

respectively. Considerable improvement was attained while moving to the Advanced LIGO

(aLIGO) from the initial LIGO, which includes an improvement by a factor of 10 in the

strain sensitivity in the region around 100 Hz, and the low-frequency end of the bandwidth

was moved to 10 Hz from 40 Hz [1].

1.2 Quantum Noise

Quantum Noise affects the detection of Gravitational Wave Detectors in a large region of
its detection bandwidth and imposes a fundamental limit on the sensitivity of measurement,
making mitigating quantum noise an essential task. Quantum Noise, which includes Shot
Noise (fluctuations in photon number on the photodetector which results in fluctuating
power measurement) and Radiation Pressure Noise (fluctuations of photons reflecting from
the suspended test masses causing them to move), originates from the vacuum field that
enters the anti-symmetric port of the interferometer [2].

As a consequence of Heisenberg’s uncertainty principle with the non-commuting property
of position and momentum observables, the two quantum noises described above set the
Standard Quantum Limit (SQL) as the optimal sensitivity obtainable without using any
Quantum Non-Demolition techniques. The strain sensitivity SQL of a Michelson Interfer-
ometer is given as:

4h

hsqr = m§2L2

where (2 is the angular measurement frequency, m is the mass of the test mass, and L is the
arm length of the interferometer [3].

1.3 Squeezed States

Squeezed states of light are states in which the noise of the electric field is below that of
the vacuum state at certain phases [1]. Using these non-classical states of light allows us to
breach the SQL, thus improving the detectors’ sensitivity.

The Amplitude quadrature, X; and the Phase quadrature, X5, can be expressed in terms of
the bosonic creation and annihilation operators as expressed in the following:
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The non-commuting nature of the Amplitude and Phase quadratures results in the following
uncertainty relation:

AX1AXy > 1

where AX represents the standard deviation of the observable X.

The coherent state and vacuum state are minimum uncertainty states with AX; = 1 and
AXy; = 1, with the difference being that vacuum states have zero coherent amplitude and
the coherent states have non-zero coherent amplitude. Squeezed states, on the other hand,
have the standard deviation of one of the quadratures below 1 and, as a result, will have the
standard deviation of the orthogonal quadrature to be above 1, satisfying the uncertainty
relation. These states can be expressed as Wigner functions in the following figure.
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Figure 1: Wigner functions for a) The coherent state, b) The vacuum state, ¢) The Amplitude
Squeezed state d) The Noisy state [3]
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Squeezing can be achieved at any arbitrary squeezing angle. Noises can alter the squeezing
angle, resulting in the coupling of the anti-squeezed quadrature, which will adversely affect
the sensitivity. Hence, locking the squeezing angle is essential for maintaining the orientation
of the squeezed ellipse in the phase space and maintaining the desired level of squeezing.
Thus, the squeezing angle has to be actively controlled.

2 Objective

The initial aim of the project is to achieve squeezing in a waveguide using Optical Parametric
Amplification and observe the squeezing arcs in the MHz range. The technique of Balanced
Homodyne Detection is to be employed to detect the squeezed quadrature. This will also
include noise budgeting and loss analysis to deduce the sources of loss in the readout path.

After achieving the squeezing, the major aim of the project will be to understand and
implement the Quantum Noise Locking technique to control the squeeze angle as described
in [5]. The objective would be to achieve Quantum Noise Locking at the MHz range. Once
the noise locking is achieved, it is necessary to get a measure of how good this technique is.
To acquire this measure, error analysis and stability analysis have to be performed on the
noise locking technique. The amount of phase noise that can be tolerated by this technique
is to be determined.

Once quantum noise locking is achieved, a promising objective is to obtain the locking in
the audio frequency range (up to a few kHz) by performing the necessary circuit noise
analysis and setting up readout optics and electronics pertaining to lower frequencies. The
successful outcome of the project would be obtaining the locking of the squeezing angle in
a waveguide with stability having the change of the squeeze angle (phase fluctuation) less
than 1 milliradian which is the level of locking required for Advanced LIGO (aLIGO).

3 Approach

3.1 Generating Squeezing

Squeezing is generated by making use of non-linear interactions. The polarization of a non-
linear medium on the application of an Electric field can be expressed as :

P =e(\1E + x2E* + x3E> + ..)

where P is the induced Polarisation in the media, E is the Electric field applied, €y is the
permittivity of free space, and ; is the susceptibility of i order. The y, non-linear me-
dia in Periodically Poled Potassium titanyl phosphate (PPKTP) crystal is used to generate
squeezing. The xo non-linearity can cause three-wave mixing effects, including Second Har-
monic Generation (SHG) and Spontaneous Down Conversion (SPDC) [3]. x2 non-linear
interactions can be generally classified into up-converting and down-converting processes.
Two photons of lower energy are converted into a high-energy photon in the up-converting
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process, and the complementary of this process, where a photon of higher energy is converted
into two lower energy photons, is called a down-converting process.

w1+ w9 = w3 up-conversion

w3 = Wi +ws down-conversion

If w1 = wy in the up-converting process, the resulting process is SHG, and in the case of the
down-converting process, the resulting process satisfying this property is called degenerate
SPDC. In the degenerate SPDC process, the photons generated with lower frequencies are
indistinguishable in terms of their frequency, polarisation, and direction. The equations
given above impose the conditions for the conservation of energy. It should also be noted
that the phase matching conditions are also to be satisfied, which is described below:

Fy + Ky = ks
in(wi).

where k?, is the wave vector defined by k; =

This process of SPDC results in a squeezed state, which can then be detected by Balanced
Homodyne Detection.

3.2 Balanced Homodyne Detection

Balanced Homodyne Detection (BHD) is considered to be the method of choice for perform-
ing quadrature measurements. The schematic of the method is shown below:
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Figure 2: Balanced Homodyne Detection (BHD) [1]
In this technique, the signal field is overlapped on a symmetric beam splitter with a strong
laser field known as the Local Oscillator, where the phase of the Local Oscillator is controlled

via a piezoelectric transducer. The outputs from the beam splitter reach two photodiodes,
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and the corresponding photocurrents are subtracted electronically. From this subtracted
photocurrent, the quadrature measurement is done by analysing either the time domain or
the frequency domain approaches as explained in [1]. The noises that can affect the BHD
readout should also be considered.

3.3 Quantum Noise Locking

The essentiality of this technique to lock the squeeze angle arises for optical states with
zero coherent amplitude, such as the squeezed vacuum state for which the usual phase
stabilising techniques, including RF modulation/demodulation and DC readout techniques,
cannot be used [5]. This technique relies on the asymmetry in the noise of the squeezed and
anti-squeezed quadratures. A schematic representation of the homodyne detector using this
technique is as shown below:
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Figure 3: Schematic of Quantum Noise Locking [3]

To obtain the error signal, the output of the balanced homodyne detector is bandpass filtered,
then envelope detected. The output from the envelope detector is then demodulated and
low-pass filtered, and this would produce the required error signal.

The following is the derivation for obtaining the error signal, the details of which are in [3].

In the figure above, d(t) represents the squeezed state, and b(¢) represents the Local Oscil-
lator, and each of them can be split into an average component represented by § and the
time-dependent fluctuating component is represented as ds(t). The photocurrents detected
in the two photodetectors are electronically subtracted in the process of balanced homo-
dyne detection, and the resulting difference can be split into an average component (no time
dependence) and a time-dependent fluctuating component. The fluctuating component is
given as follows:

iy (t) = hv (déXl(b) sin 6 + a0 X" cos  + b X sin 6 — b6 XS cos 9) (1)
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From this, the variance of the difference photocurrent can be calculated:

Viig) =< 185 2 >= 022 (@ sin? 0 + V¥ cos? 0) + BV sin? 0 + V) cos?0) ) (2)

The Local Oscillator is much stronger than the squeezed state, which implies @ < b, and
thus the variance becomes:

Viy) = h21/21_)2(V1(a) sin? § + VQ(a) cos” 0)

V(ZH_) = hI/PLo‘/g

where Pro = hvb? is the power of the local oscillator and Vj is the variance relative to the
shot noise limit which can be written as:

Vo = V" sin? 0 + V; cos® 0

‘/1(‘1) + ‘/2(a)

Vo= (<5

)(1 4+ ycos26(t))
IVQ(a)_Vl(a)‘
V(a)+v(a)

1 2
modulation of the input fields with 6, being the average phase, § being the modulation
depth and §2,, being the frequency in which the squeeze angle is dithered.

where, v = and 0(t) = 0y + [Bsin€,,t, which is because of the relative phase

Expanding this in terms of the Bessel functions and neglecting the higher order terms results
in:

Vo = =(Vi + Vi9) (1 + 7Jo(28) cos 200 — 27.J1 (23) sin 26, sin Q,,t)

DN | —

Thus, the variance of the difference photocurrent would become:

D ]‘ a a . .
Viig) = huPLO§(V1( ) 4 V2( )) (1 4+ ~vJo(28) cos 200 — 27vJ1(203) sin 20, sin §2,,,t)

The quantum noise locking error signal is obtained from envelope detection followed by
demodulation. The demodulation is mathematically described by the multiplication by a
sinusoid at the modulation frequency. Thus the error signal is:

€ =V(iy) xsin(nt + ¢p),

After discarding the terms at frequency €2, or higher and choosing the demodulation fre-
quency ¢p to be 0, the following can be obtained:
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1 a a .
£ = —éhz/PLo(Vl( )+ V)71 (23) sin 26,

1
- _§hyPLo<V2<“> — V) J1(28) sin 26,

which is the required expression for the error signal for the quantum noise locking which has
zero crossing at 0y = 0 and 6y = 7/2.

3.4 Progress

The initial part of the project was to build the noise budget for the squeezing experiment.
For the most part of this project, Moku instruments (Moku Pro, Moku Lab, Moku Go), a
versatile set of high-performing measurement devices, would be used. Thus, the Moku noise
floor for both the inputs that are used was measured. This experiment uses Photo-receiver
1811 as the photodetector. The dark noise of this photodetector was measured both in dark
conditions and with light in the room. For these photodetectors, the Laser Relative Intensity
Noise (Laser RIN) was also measured to be included in the noise budget.

Moreover, the level of shot noise was estimated using the following formula:

SN =V QhPV

where, h is the Planck’s constant, P is the Power of the Local oscillator and v is the frequency
of the laser used. For this experiment, the power of the laser light entering the photodetector
was measured to be 0.457mW  and the laser light that was used was of 1064 nm wavelength.
Sy was multiplied by the responsivity of the photodetector (0.70), and the resistance of
the Transimpedence amplifier (40K€2) to obtain the estimated shot noise in the units of
nV/vHz. After calculations, the estimated shot noise was found to be 365.762 nV/v/Hz.

All these above-mentioned noises are plotted in the noise budget plot below for different
frequency bandwidths.
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Moku Noise, Laser Noise, Calculated Shot Noise and PD Dark Noise 10Hz to 10KHz
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Figure 4: Noise Budget from 10Hz to 10KHz

Moku Noise, Laser Noise Calculated Shot Noise and PD Dark Noise 10KHz to 1MHz
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Figure 5: Noise budget from 10KHz to 1MHz
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Moku Noise, Laser Noise, Calculated Shot Noise and PD Dark Noise 10Hz to 1MHz
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Figure 6: Noise budget from 10Hz to 1MHz
3.5 To Do

The optical setup and alignment for squeezing and balanced homodyne detection have al-
ready been made. Thus, the next step would be to observe the squeezing arcs in the MHz
frequency range and measure the squeezed quadrature using the Balanced Homodyne De-
tection. After that, the Moku instruments must be set up for the Quantum Noise Locking
at the MHz range. Once the noise locking is achieved, error analysis and stability analysis
must be performed on this locking technique. Then, the promising aim of the project would
be to perform circuit noise analysis and readout optics/electronics to bring noise locking to
the audio frequency regime which would improve the sensitivity in the gravitational wave
detection bandwidth.
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4 Appendix

Besides Moku Pro, which was used for the plots above, Moku Go would also be at times
used for some parts of the project, and hence their noise floor, along with the Photodetector
PDA100A Dark Noise, are given in the plots below:

Moku Go and PD Dark Noise 10Hz to 10KHz

Figure 7: Moku Go and PD Dark Noise from 10Hz to 10KHz

Moku Go and PD Dark Noise 10KHz to 1MHz

Figure 8: Moku Go and PD Dark Noise from 10Hz to 10KHz
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